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 JOFFRE  17.2

 PRENTISS  22.4

 BURBANK  34.0

 RED DEER JCT Y 36.5

 BRIGGS  38.0

 ELSPETH  57.6

 ECKVILLE  65.7 6870

 LESLIEVILLE  77.0

 ROCKY MT. HOUSE  92.0

 LOCHEARN  93.9
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1 ROCKY MT. HOUSE

(a) Rule 104.5 - Mile 92.0 Track QT50 - Equipment 

must not be stored on this track.

(b) Rule 112 -  In addition to the requirements of the 

Minimum Handbrake Chart, all unattended equip-

ment must have handbrakes applied on 50% of 

equipment and must be coupled together.

(c) Designated locomotive tieup -  QT32

2 APPLICABLE ON SUBDIVISION

(a) Fire Danger - With the exception of locomotives, (a) Fire Danger

all equipment having heaters, stoves, generators, 

liquid fuel burning lamps, liquid fuel and/or electric 

motors, must not be moved onto the following 

loading tracks:

Mile 17.5 - The area SOUTH of derail inside the 

plant is the designated loading track. 

Mile 57.6 - The entire loading track.

Mile 64.5 - The entire two loading tracks.

Mile 93.9 - The entire two loading tracks. 

(b) Alix Jct. and Mile 37.0 - Trains handling cars in 

excess of 268,000 lbs must not exceed 25 mph  be-

tween Alix Jct and Mile 26.8 and must not exceed 10 

mph over bridges, Mile 37.0 and Mile 35.6.  

Heaviest car permitted - 268,000 lbs. between 

Mile 37.0 and Ullin Jct.

(c) Locomotive Restrictions - Locomotives in the 

groups indicated must not operate on the following 

sidings and other tracks unless necessary to set 

out bad order equipment or required to reduce to 

tonnage account locomotive failure:

 Track QS 32, Group G.

(d) Rule 105(a) applicable on subdivision track.

SUBD

TRK
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BRAZEAU SUBDIVISION

(e) Weather Restrictions -  May 1 to September 15, 

Hot weather rail conditions, the following equip-

ment restriction is applicable between Red Deer 

Jct and Ullin Jct:

 Between the hours of 1100 and 2000:

 Unit trains, loaded or empty, NOT PERMITTED.

 All other trains are restricted to 25 mph and a 

maximum train length of 3500 ft.

 This restriction may be cancelled for a specifi c train 

by verbal instructions to the train from the Track 

Supervisor, other CN supervisor or the RTC.

3 SPEEDS

MILE   MPH

0.0 to 36.5  Zone 25

0.0 to 0.1 PSO 15

21.39 (Crossing) PROCEEDING AT LESS THAN 10  MPH MUST NOT EXCEED 

10 MPH APPROACHING WITHIN 1325 FT  UNTIL FULLY OCCUPIED 

36.5 to 82.0  Zone 40

36.5 to 37.0 PSO 30

41.8 BRIDGE PSO 30

43.3 to 43.5 PSO 15

82.0 to 95.9  Zone 30

4 PUBLIC CROSSINGS AT GRADE

(a) Rule 103.1 (d)  Applicable to following crossings 

equipped with push buttons:

  Mile 21.39 

(b) Rule 103.1 (e)  to prevent unneccessary opera-

tion of AWD, when stopping, stop must be made 

at the following locations as follows:

 Mile Stop    Affects

16.79 Stop Signs  1400 ft E    Westward

   1100 ft W    Eastward

5 SPECIAL INSTRUCTIONS APPLICABLE ON 

SPURS AND OTHER TRACKS

(a) Mile 17.5 - QQ 24  - Extends southward 3.0 miles. 

Switch points face east. 

Speed 10 mph. 

 Trackage beyond the derail is used jointly by CN 

locomotives and trackmobile. All switches must be 

left in normal position after use. Only movements 

setting off or lifting traffi c are permitted to operate 

on this trackage. Smoking and open fl ames are 

prohibited. 

Public Crossing At Grade  - Mile 2.1 - AWD: 

STOP signs erected at the crossing. 

 Movements may be made south of crossing when 

the following has been complied with:

1. 30 minutes prior to entering and immediately 

after departing Nova Chemicals trackage, a 

crew member must communicate with the 

Nova Chemicals yard crew. The following se-

quence should be followed in order to patch 

directly to the Nova Chemicals yard crew radio 

frequency via phone.
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- dial (403) 314-8519

- the normal ring back will be followed by 

a tone sound which will be followed by 

silence. This will indicate tie-in to the 

Nova Engine radio frequency. You can 

then voice call in a normal manner. An 

alternate of  1-403-314-8645  will connect 

you to the Nova Rail offi ce. This phone 

can be used in the normal manner.

- another tone sound will be heard followed 

by silence, which will indicate tie-in to yard 

crews radio frequency.

 If for any reason, communication is interrupted 

during the above sequence, the system will 

take between 2 to 4 minutes to time out before 

another call can be processed.

2. Information from Nova rail crew to include 

route to be used and switches lined. Instruc-

tions must be repeated to ensure correct-

ness.

3. Movement must have positive point protection 

when shoving cars towards plant site. On com-

mencing northward movement, when clear of 

crossing, Nova Rail crew is to be contacted 

and informed of movement location.

4. Trains or engine movements must not occupy 

this crossing unless authorized by Novacor 

personnel. 

(b) Mile 21.0 - QQ 34 - Extends 4480 feet north. Only 

cars destined to Dow-Prentiss may be stored on 

this site. Maximum speed 15 mph except on tracks 

QQ37 to 40 - maximum 5 mph. All movements 

must have an employee positioned on the leading 

end of the movement.

 The following instructions are in effect when train 

and engine crews are switching on the Prentiss 

plant site:

(a)  Entry to Plant: A member of the crew is to call 

the Control Room at 403-855-7154 at least 

20 minutes prior to arrival to facilitate plant 

personnel being in position to remove the pri-

vate lock on derail and gate. When switching 

completed, movement is clear of plant and 

derail is restored, the Control Room must be 

advised and they will apply their lock on the 

derail and gate. There is no access to plant 

after 20:00.

(b) Plant Emergency: If on the Plant site and the 

Plant Emergency horn sounds: 

(1)  Locomotive(s) must be shut down. 

(2)  Train and engine crew must assemble at the 

Raw Water Pump House (building between 

pond and railway tracks) and call the control 

room giving location and number of crew 

members. 

(3)  Wait for instructions from control room.

BRAZEAU SUBDIVISION



[44 ]CN Time Table No. 12   

Effective December 15th, 2007

(c) Mile 36.5-Red Deer North Industrial Spur 

 Extends 5.3 miles southward. 

Maximum permissible speed 10 mph. 

Rule 105 (a) applicable. 

Mile 0.09 - Public Crossing at Grade (Highway 

2A) - Automatic: Stop signs both sides of cross-

ing.

General - Due to gradient, movements on 

spur must have air throughout and sufficient 

operative brakes before proceeding southward 

on track QR 95 beyond switch to track QR 99. 

Trackage between Mile 3.0 and Mile 3.4 is used 

jointly by CN locomotives and CGTX Inc. track-

mobile. 

 Equipment Restrictions - Maximum speed on 

curves - 6 mph. Locomotives in groups E, F, G and 

H may operate between Mile 0.0 and 3.7 but are 

prohibited from operating on all industrial tracks.

Mile 3.7 - Fleetwood Lead QR 20 

Equipment Restrictions - Movements are 

restricted to single locomotive operation and must 

not exceed 6 mph on curves. Locomotives in 

groups F and G prohibited. 

BRAZEAU SUBDIVISION


