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1 EDMONTON

(a) SIDING CONTROL TERRITORY -  Applicable in  (a) SIDING CONTROL TERRITORY

East Edmonton Siding.

(b) East Edmonton

 Movements entering the main track through cross-

over Mile 1.7 must obtain RTC’s permission before 

reversing crossover south switch.

 Movements entering the siding from the CP In-

terchange must obtain RTC’s permission before 

reversing the switch for the intended movement.

(c) Edmonton Zone Operating Manual in effect.

(d) Anti-Whistling  - Except in emergency, Rule 14 (l)  

not applicable at all public crossings at grade on 

the Strathcona Industrial Line including all spurs.

(e) Rule 104(b) - The following switches may be left 

lined and locked in reverse position:

Mile 0.5 and 0.8 - Alcan Spur,  RTC must be 

advised when switches have been left in reversed 

position.

(f) Mile 2.35 -  Switch to CP Interchange (D006) East 

Edmonton siding may be left lined and locked in 

either position.

(g) Mile 4.8 to Mile 7.0 - Before entering these lim-

its, all movements must contact the Yardmaster 

at Clover Bar to avoid operational confl icts with 

other trains, engines or foreman within these 

limits. When the Clover Bar Yardmaster is not on 

duty, between the hours of 2300 until 0700 Friday 

and Saturday evenings, Walker Control is the 

contact.

 MIRROR Y 95.1

 LAMERTON  93.0

 BASHAW  84.3

 FERINTOSH  70.6

 DUHAMEL  59.8

 MCQUARRIE  49.0

 CAMROSE Y 48.1 

 BARLEE  46.4 

 NEW SAREPTA  24.7 6530

LOOMA  17.2

 TILLEY  7.0TILLEY

 STRATHCONA  4.8

 EAST EDMONTON  2.2 10650

 BRETVILLE JCT Y 0.0

 Jct with Wainwright Sub

95.1

0.0

CAMROSE
SUBDIVISION

M
e
th

o
d
 o

f 
C

o
n
tr

o
l

M
ile

S
id

in
g
 C

a
p
a
c
it
y
 I
n
 F

e
e
t

D
O

B
 /
 T

G
B

O

H
o
t 
B

o
x
 a

n
d
 D

ra
g
g
in

g
 

E
q
u
ip

m
e
n
t 
D

e
te

c
to

rs

R
T

C
 R

a
d
io

 C
h
a
n
n
e
l,
 

T
o
n
e
s
 a

n
d
 D

T
M

F
 C

o
d
e
s

73.0

44.9

C3

T2

5010

O
C

S

13.5

C2

T1

5010

N S

Y 48.1 

  17.2

  7.0

Y 0.0

24.7 6530

O
C

S
C

T
C

10.0

T
G

B
O

T
G

B
O

T
G

B
O

D
O

B
D

O
B

D
O

B
T

G
B

O
T

G
B

O
T

G
B

O

SUBD

TRK

SUBD

TRK

+ 

+

SUBD

TRK

S
w

it
c
h
in

g
 Z

o
n
e

0.0

4.8



[48 ]CN Time Table No. 12   

Effective December 15th, 2007

CAMROSE SUBDIVISION

2 CAMROSE

(a North switch on track CB58 which connects Alli-

ance Sub with the Camrose long lead is normal 

when lined for the  Alliance Sub.

(b) Tracks  CB-11, CB-14, CB-15 and North Leg of 

Wye  - Speed 10 mph.

3 MIRROR

(a) All switches between Lamerton and Mirror may be 

left lined and locked in either position

(b) Rule 104.5 Self Restoring Derail - Track OR05 

South Lead. Operation of hydraulic self-restoring 

derail as follows;

(1) Red target  indicates derail is in derailing 

position.

 Green fl ashing strobe light and green target 

will indicate derail is in the non-derailing 

position.

(2) Activate Derail

 Approaching derail location press DTMF *010 

to move derail to the off position.

(3) Upon completion of movement, the derail will 

self restore within two minutes and broadcast  

channel 1. “DERAIL MIRROR YARD RE-

STORED TO DERAILING POSITION.”

 If the track circuit is not activated, the derail 

will remain in non-derailing position and must 

be restored as follows

 To return to the derailing position, DTMF *020 

may be used. CAUTION: Ensure derail is not 

restored if another movement is in the vicinity 

of the derail.

Switching Operations: Remove bar from its 

holder. Manually move derail to non-derailing 

position. DO NOT RETURN BAR TO HOLDER 

until after switching complete; then replace 

manual bar to its holder.

(4) If the derail fails to restore for any reason, a 

broadcast message will be transmitted indicat-

ing that derail has failed.

(5) In case of failure, use radio DTMF *010 again. 

If that should fail again, push buttons are 

located on the front panel of derail control 

case. They are labeled NORM and REV. 

NORM - derail position. REV - non-derailing 

position.

(6) Should the push buttons fail, remove bar from 

the control case, place in receptacle on back 

side of machine housing and move level 90 

degrees to move derail to the non-derailing 

position. Moving bar in opposite direction will 

return derail to the derailing position. To en-

sure derail does not restore while movement 

is occupying derail, DO NOT REPLACE BAR 

IN ITS HOLDER UNTIL THE MOVEMENT IS 

CLEAR OF THE DERAIL.
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(7) A positive track circuit has been installed to 

prevent derail operating while train movement 

is oocupying derail. This track circuit extends 

50 feet on either side of derail. If a car is within 

this area, derail will not operate remotely or via 

the push buttons.

(c) Rule 112 -  Due to track gradient cars must not 

be left standing on track OR01 between the north 

switch to track OR01 and the north switch to track 

OR02.

(d) Track Restrictions: 

Track OR01 Speed 6 mph. 

 Tracks OR10, OR11 and OR12 Speed 5 mph.

(e) Designated locomotive tieup  OR11 

4 RAILWAY CROSSING AT GRADE

(a) Mile 2.6  (CPR Willingdon Sub) - Automatic. Rule 

611 and 564 applicable.

(b) Mile 47.7 CPR Wetaskiwin Sub - Automatic. Rule 

611 applicable. Southward movements entering 

Camrose Sub. at Mile 47.4 must approach south-

ward interlocking signal 476 at Mile 47.6 prepared 

to stop. Timing circuit extends from northward 

approach Signal 485 to a point 950 feet south of 

interlocking Signal 477.  This location is marked 

by crossing circuit sign. Northward movements 

occupying timing circuit for a period in excess of  4 

minutes 30 seconds must proceed prepared to stop at 

interlocking signal.

5 APPLICABLE ON SUBDIVISION

(a) Mile 4.32, 6.22, 8.91 and 47.82

 Lunar Lights - Public crossings at grade at the 

above mileages are equipped with lunar lights 

on the signal bungalow or on crossing warning 

devices.  If lights are observed  extinguished or 

fl ashing the RTC must be notifi ed immediately.

(b) Trains handling cars in excess of 268,000 lbs must 

not exceed 25 mph between Mile 0.0 and Mile 

9.0.

(c) Locomotive Restrictions - Locomotives in groups 

F and G must not be operated on the Alberta Wheat 

Pool Seed Division spur (CB56) at Camrose.

(d) Rule 105(a) applicable on subdivision track..

CAMROSE SUBDIVISION
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6 SPEEDS

MILE  MPH

0.0 to 0.3 Zone 15

0.16 (Crossing) 10 MPH APPROACHING WITHIN 400 FT UNTIL FULLY OCCUPIED

0.3 to 95.1 Zone 40

1.6 (Signal) PSO NORTHWARD  35

2.6 INTERLOCKING  35 MPH OVER CROSSING  

26.4 to 27.0  PSO 30

49.2 to 60.1 PSO 25

47.7   INTERLOCKING  25 MPH OVER CROSSING

47.48  (Crossing) 15 MPH APPROACHING WITHIN 825 FT UNTIL FULLY OCCUPIED

47.82 (Crossing) 15 MPH APPROACHING WITHIN 575 FT UNTIL FULLY OCCUPIED

93.0 to 95.1  PSO  20

7 PUBLIC CROSSINGS AT GRADE

(a) Rule 103.1 (d)  Applicable to following crossings 

equipped with push buttons:

 Mile 0.75 

 Mile 47.48

 Mile 47.8 (51st Ave)

(b) Mile 0.75 (Strathcona Science Park Access Road)  

AWD: - Northward main track movements proceed-

ing at 10 mph or less within 1400 ft. of crossing 

must not obstruct crossing until warning devices 

have been in operation for at least 20 seconds. 

Northward movements must stop south of cross-

ing unless signal indication authorizes them to 

proceed.

(c) Mile 47.48 (39th Street) AWD: -  Movements 

proceeding at 10 MPH or less within 825 feet of 

crossing must not obstruct crossing until warning 

devices have been in operation for at least 20 

seconds.

(d) Mile 47.8 (51st Avenue) AWD: Movements 

proceeding at 10 mph or less within 575 ft. of 

crossing must not obstruct crossing until warning 

devices have been in operation for at least 20 

seconds.

(e) Mile 259.9 Wainwright Sub South Service Track

Eastward movements from Camrose Sub must not 

exceed 10 mph until crossing is fully occupied or 

gates are seen to be in horizontal position.

8 SPECIAL INSTRUCTIONS APPLICABLE ON 

SPURS AND OTHER TRACKS

(a) Mile 1.8 - Imperial Oil Lead,  - Maximum speed 10 

mph from the Imperial Oil lead switch to the fouling 

points on tracks DO77, DO30, and DO78.

(b) Mile 47.5 - Shaw Pipe Tracks CB 96-97 extends 

southward 2500 ft. Switch points face south. Track 

CB97 is a stub track and can hold 1620 ft past 

derail. Track CB96 is a stub track and can hold 

400 feet past derail.

(c) Mile 47.7 - Steel Co. of Canada Ltd. 

 Track CB 17 -  Capacity 6260 ft. Switch points 

face south. 

CAMROSE SUBDIVISION
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Speed: Tracks CB18-21, 26-30 and 32-33 - 5 

mph. 

Locomotives permitted: 

 Single locomotives with 6 axles. 

 Single or multiple locomotives in groups B, D1 and 

D2. 

Rule 104 (c): North Crossover Switch serving Steel 

Company of Canada must be left lined and locked 

for track CB99 when not in use.

9 SPECIAL DANGEROUS COMMODITIES

(a) Northward movements must be inspected at 

Mile 13.5.

(b) Movements must not exceed 35 MPH between 

Mile 13.5 and Mile 0.0.

(c) Movements must not exceed 35 MPH between 

Mile 46.0 and Mile 52.0.

CAMROSE SUBDIVISION


