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1 CHETWYND

Dawson Creek sub begins and ends at south leg 

of wye switch Mile 659.2 Fort St John sub.

2 PERRY

Perry Spur Track - Movements must have permis-

sion from the WOC Coordinator before making 

movements north of derail on Spur track. Speed 

north of Mile 2.0 - 10 mph.

3 DAWSON CREEK

(a) Dawson Creek Terminal -  Speed on all non-main 

track 10 mph.

(b) Equipment must be handled on air between Mile 

62.1 and Mile 66.0.

(c) Caution must be exercised when entraining and 

detraining between Mile 61 and Mile 65 account 

support pilings rising from right of way.

(d) Louis Dreyfus Industrial Track - all equipment will 

be handled on air. Crews must advise the BC North 

coordinator when switching has been completed 

and they are clear of Louis Dreyfus Trackage.

4 APPLICABLE ON SUBDIVISION

(a) Western Regional Special Instructions    

Heavy Grade Train Handling Item 4.2 applicable.

(b) Heaviest car permitted  263,000 lbs.

(c) Locomotive Restrictions :  Six axle locomotives 

prohibited north of Mile 0.9.

(d) 2%+ Grades -Northward Mile 10.9 to 16.6 

Southward  Mile 22.7 to 16.6 and 5.0 to 0.0.

(e) Rule 105(a) applicable on subdivision track.
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5 SPEEDS

 Mile   MPH

 0.0 to 59.3    ZONE 20

  33.7 (Crossing) SOUTHWARD 10  MPH APPROACHING WITHIN  

250 FT UNTIL FULLY OCCUPIED

 59.3 to 66.0  ZONE 10

6 SPECIAL INSTRUCTIONS APPLICABLE ON 

SPURS AND OTHER TRACKS

(a) Mile 35.5 -   Speed 5 MPH.

(b) Mile 42.5 - Track may only be used by engineering 

personnel.

(c) Grande Prairie Spur - Extension to Dawson 

Creek Sub between Dawson Creek and Hythe.  

49.9 miles. Spur mileages: Hythe Mile 88.1 to 

Dawson Creek Mile 138.0.  Rule 105(a) applicable.  

Heaviest car permitted 263,000 lbs. Locomotives 

in groups E,G and H prohibited.

 Due to rusty rail conditions, the automatic warn-

ing devices at the following public crossings may 

not function properly and movements over these 

crossing(s) must be manually protected until or 

unless it is known that the devices have been 

operational for the time specified for the 

crossing.
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