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Rules 41 and 44 applicable
Main track cc 1ces at mileage 0.4. Rule 105 applies Sa!aunr;jay
west of mileage 0.4. Sunday
Section 10.0 and 11.0 of Form 835 applicable between —
953 Mileage 18.1 and Upper Musquodoboit. 952
DARTMOUTH SUBDIVISION FOOTNOTES
1 RULE MODIFICATIONS 9.27 (Wright Ave.), within
420 feet of crossing until
1.1 CLEARANCES . crossing occupied : 10
Dartmouth —Westward trains originating east 12.8 Highway crossing at
of Dartmouth and operating through, must Ferry Landing until cross-
obtain a clearance at Dartmouth. ing ocGup:ed ...................... 5
41.81 Unti i
1.2 TRAIN REGISTER MODIFICATIONS S g v 4
Windsor Jct. — “Register station for trains
originating and terminating only. 5 PUBLIC CROSSINGS AT GRADE
1.3 SPECIAL INSTRUCTIONS APPLY 5.1 Mileage 12.8 — Movement over crossing leading
- 2 to the ferry landing must be protected by a
:y::z;r :g e, gtvgr:a%rtjitrsecsﬁg%ivision member of the crew. Trains or engines must not
y S : move over this crossing while ferry boats are
2 GENERAL FOOTNOTES receiving and discharging passengers.
2.1 Bog — Derails at both ends of siding. 5.2 Mileages 18.5, 39.4,46.2 and 81.5 — Movements
3 must not obstruct crossings until it is known
3 EQUIPMENT RESTRICTIONS protection devices have been operating for at
3.1 Heaviest engine permitted to operate: least 20 seconds.
Windsor Jct. to mileage 17.0 — GF-30c class.
Mileage 17.0 to mileage 19.0 — MR-18d class. SPURS AND OTHER TRACKS
Mileage 19.0 to Upper Musquodoboit — MR-14
class.g PP q 6.1 Product tank repair shop track, Mileage 0.5 —
i eAl ] Extends north of the main track. Points face
3.2 Heaviest auxiliary permitted: west.
Mileage 0.0 to Mileage 17.0 — 250 tons. ’ : .
Mileage 17.0 to Mileage 81.8 — 120 tons at a Before proceeding over public crossing atgrade
speed not to exceed 15 miles per hour. a member of the crew must operate push button
: : ¢ 4 to activate crossing protection devices.
3.3 Heaviest car permitted Windsor Jct. to mileage 2 i
20.5 gross weight 263,000 Ibs., mileage 20.5 to ~ 6-2 Burnside Industrial tracks, Mileage 8.7 —
Upper Musquodoboit gross weight 177,000 Ibs. E)éte;nds north of the main track. Points face
west.
4 SPEEDS Maximum permissible speed on tracks W-01, W-
Miles per hour 40 and W-80, 10 miles per hour. (B.O. R-12578).
4.1 Mileage All trains : . :
0410818 oDl 25 When _switching, air brakes must be fully
0.5 eastward movements operative and in no case must cars be left
within 420 feet of crossing standing on the main track of spur due to heavy
until crossing occupied 10 grade.
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6.3

6.4

6.5

DARTMOUTH SUBDIVISION FOOTNOTES

PUBLIC CROSSINGS AT GRADE
Mileage 0.4 (Vidito Drive) track W-01 —
Movements must be protected by a member of
the crew.

Mileage 0.5 (Wright Ave.) track W-80 —
Movements must be protected by a member of
the crew (B.O. R-16097).

Mileage 0.8 (Akerley Blvd.) track D-16 —
Movements must stop 30 feet from crossing and
must not obstruct crossing until protection
devices have been operating for at least 20
seconds.

Moosehead Spur, Mileage 9.4 — Extends south
of the main track. Points face east.

Movements must stop at public crossing at
grade mileage 0.1 (Wright Ave.) and be certain
flashing light signals are operating by pushing
"“start” button before proceeding over crossing.
Wrights Cove, Mileage 10.1 — Extends south of
the main track. Points face east.

When switching gypsum trains for unloading,
arrange to cut train and place at unloading plant
in two parts.

Imperial Oil Ltd., Mileage 15.5 — Extends both

6.6

6.7

sides of the main track. Points face east and
west.

When switching filling building track U-41, air
brakes must be fully operative due to heavy
grades.

Dartmouth Auto-Port tracks, Mileage 16.6 —
Extends south of the main track. Points face
west.

When switching on these tracks air brakes must
be fully operative.

Movements must stop at public crossing at
grade at Hines Road and not obstruct crossing
until protection devices have been operating for
at least 20 seconds. Movements over all other
public crossings at grade must be protected by a
member of the crew.

Texaco Canada Ltd., Mileage 18.0 — Extends
south of the main track. Points face east.

When switching beyond second derail, air
brakes must be fully operative. In no case must
cars be detached from engine between second
derail and the beginning of level track at foot of
various grades. Capacity of track is ten cars
between first and second derail and 47 cars on
level track at foot of grades.



