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MAXIMUM SPEED  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .40

_______________

SPEED RESTRICTIONS MPH

MP 0.0 to MP 0.5  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10

MP 2.6 to MP 4.0  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .35

MP 4.0 to MP 28.5  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25

Niagara Spur: MP 0 to MP 2.6  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20

_______________

OPERATING CHARACTERISTICS

YARD LIMITS - in effect between

MP 0.0 and MP 1.0 - Non-controlled

MP 23 and MP 30 - Non-controlled

TWC - in effect between

MP 1 and MP 23

BULLETIN BOARDS

Powers  . . . . . . . . . . . . . . . .Yard Office

Quinnesec  . . . . . . . . . . . . .Yard Office

_______________

MEASURED MILES - between

MP 15 and MP 16

JOINT OPERATION OF MAIN TRACK

Iron Mountain - CN and E&LS operate over joint tracks between “H” Street crossing at 

MP 28.3 and Miner’s Hall crossing at MP 29.4. E&LS timetable and rules govern.

_______________

SPECIAL CONDITIONS

Rule 411 - Locomotive Whistle Quiet Zone - in effect:

Iron Mountain - at MP 28.3. Balance of Quiet Zone is on E & LS trackage.

Powers - All three wye switches may be left in the position last used.

Hermansville - Junction switch may be left in the position last used.

Quinnesec - All main track switches between MP 23.5 and MP 26.0 may be left in

the position last used.

Niagara Spur - Dimensional height loads/cars (DT) will not clear from the

Menominee River bridge to Stora Enso Mill.
_______________


