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TRACK
CHART

& SIDINGS

To Plover
Indl. Park

Stora Enso

Koch Spur Superior
Sub

Valley Sub

Biron
Spur

MPH

MAXIMUM SPEED  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .25

_______________

SPEED RESTRICTIONS MPH

Stevens Point-Plover  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10

_______________

OPERATING CHARACTERISTICS

YARD LIMITS - in effect between

MP 0.0 and MP 83.1 (6.2 miles) - Non-controlled

MP 91.9 and MP 96.2 - Non-controlled

TWC - in effect between

MP 83.1 and MP 91.9

RAILROAD CROSSINGS AT GRADE Controlled By

Whiting  . . . . . . . . . . . . . . . .Industrial Crossing  . . . . . . . . . . . . . . . . . . . .Rule 513

Wisconsin Rapids  . . . . . . .Industrial Crossing  . . . . . . . . . . . . . . . . . . . . . .Gate*

* Gate may be left lined for either route when not in use.

On-Track Safety Whiting Wisconsin Rapids

Foul Time

Track & Time

Planned Work

Watchman/Lookout X X

Lone Worker

Lock-out Box

Signal Maintainer

Inaccessible Track X X

BULLETIN BOARDS

Stevens Point  . . . . . . . . . . .Yard Office

Wisconsin Rapids  . . . . . . .Yard Office

_______________

PLOVER SUBDIVISION



38

T.T.#4

PLOVER SUBDIVISION

FRA EXCEPTED TRACK

Koch Spur, between Whiting (MP 2.8) and end of track (MP 4.4).

_______________

SPECIAL CONDITIONS

Whiting - East and South wye switches may be left in the position last used.

Plover - All three wye switches and yard track switches off the West wye may be left

in the position last used.

Coyne - Switch to Biron Spur (MP 93.9) may be left in the position last used.

East Wisconsin Rapids - Employee must be positioned at First Street in advance of

movement.

East Wisconsin Rapids/Wisconsin Rapids - all MT switches between MP 94.7

and Valley Sub connection may be left in the position last used.

_______________

LOCATIONS NOT SHOWN AS STATIONS

NAME LOCATION LENGTH CONNECTION

Wisconsin River Coop  . . . . . . . . . . .84.4 . . . . . . . . . . . .405 . . . . . . . . . . . . .West


