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Passenger Freight

MPH MPH

MAXIMUM SPEED  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .80 60

_______________

Passenger Freight

SPEED RESTRICTIONS MPH MPH

MP 56.5 to MP 57.6 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 –
Sarnia Running Track - Modeland to MacGregor . . . . . . . . . . . . . 25 25
MP 57.6 to MP 59.1 - North Track. . . . . . . . . . . . . . . . . . . . . . . . . 45 40
MP 57.6 to MP 58.5 - South Track . . . . . . . . . . . . . . . . . . . . . . . . 50 50
MP 57.9 - WWD movements from Signal 575S until crossing

MacGregor Road . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35 35
MP 58.3 to MP 59.1 - South Service Track . . . . . . . . . . . . . . . . . . 45 45
MP 58.5 to MP 59.1 - South Track . . . . . . . . . . . . . . . . . . . . . . . . 60 –
MP 59.1 to MP 61.7 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60 –
MP 334.2 to MP 332.1 - (No. 1) . . . . . . . . . . . . . . . . . . . . . . . . . . 45 45
MP 334.2 to MP 332.1 - (No. 2 & 3) . . . . . . . . . . . . . . . . . . . . . . . 60 –
MP 334.2 to MP 333.3 - (No. 4) . . . . . . . . . . . . . . . . . . . . . . . . . . 45 45
MP 333.3 to MP 332.1 - (No. 4) . . . . . . . . . . . . . . . . . . . . . . . . . . 30 30

_______________

OPERATING CHARACTERISTICS
DOB LIMITS -

Southwest Terminal DOB Strathroy Subdivision between MP 53.0 and MP 61.7

Flint Subdivision between MP 334.2 and MP 332.4

CTC - in effect between Controlled by

Blackwell and Tappan . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . DI MacMillan Yard

BULLETIN BOARDS

Sarnia . . . . . . . . . . . . . . . . . . . . . . . Yard Office

Port Huron  . . . . . . . . . . . . . . . . . . . Yard Office

_______________

SPECIAL CONDITIONS
USOR Rule 527 - Automatic Warning Devices activated by a Controlled Signal:

MP 329.1  . . . . . . . . . . . . . . . . . . . . Wadhams Road

MP 332.2  . . . . . . . . . . . . . . . . . . . . Michigan Road
T.T.#4
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Emergency Phone Number – Cveco Dispatcher Center (Chemical Emergency) (519)

344-2445.

Daily Operating Bulletin (DOB) - DOB takes effect 0300 Daily and is effective on

main tracks, signaled sidings and other tracks as may be specified in special instruc-

tions.

End to End Radio Channel – The designated standby END TO END Channel

between Blackwell and Tappan is (79 25).

Tunnel Yard LCS Crossover MP 333.25 – Local control dual control crossover at MP

333.25 is controlled by push button located in control box on the north side of each

switch. For movements into the yard from Main 1, open door after train is within 120

feet of the switch, push reverse request button, after 20 seconds the switches will

reverse and light will indicate. Close and lock the door, when train clears, the switches

will automatically restore to normal. Movements leaving the yard, first obtain permis-

sion from RTC DI, then follow the instructions above. If switches do not indicate

reverse, obtain permission from RTC DI to hand operate. Track units must obtain per-

mission, and switches must be in hand position for all movements.

Dual Control Derail and Switch – Movements operating under CROR Rule 564

authority eastward signals 3340T1, 3340T2, 3340T3, 3340T4, or westward signal 617

will be governed by CROR Rule 104.2 (USOR Rule 713) at dual control split switch

derail located at MP 334.2. Track Units moving over this derail and dual control switch

at Point Edward Spur, MP 59.3 Strathroy Subdivision, must operate these switches in

“hand” position, and not restore them to power until all track units have cleared the

switch.

Switching Signals – When signals indicate “Proceed at Restricted Speed,” switching

movements may be made in both directions, RTC must be informed when switching

completed as per CROR Rule 573(c)(ii):

Modeland – Signals 563S and 564S

MacGregor – Signals 581S1, 582S and 583D.

Sarnia Passenger Stops – Scheduled stops for passenger trains at Sarnia will be

made on the North Track only.

Port Huron-Sarnia Tunnel – Air brakes must be in service on all movements in the

tunnel.

Sarnia Running Track –Former Track A04 runs directly south of the main track is non-

bonded Rule 105 applies. Permissive signal to enter does not convey track occupancy.

Roadway Worker must obtain TOP to occupy this track. Trains leaving equipment on the

Running Track must have permission of the RTC. RTC must inform trains authorized to

enter when track is occupied.

Tunnel Emergency Procedures – In the event of an emergency, follow these instruc-

tions:

If movement stops by emergency brake application, initiate an emergency call, giving

identification and location. Immediately contact RTC DI, and be governed by instruc-

tions received.

If necessary to perform emergency work under or about the train, air brakes must be

maintained as follows:

• Place automatic brake valve in emergency position, and leave in that position until

contact has been made with all members of the crew.

• If leaving a portion of the train on a grade, apply a sufficient number of hand 

brakes.

T.T.#4
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• Ascertain if train is carrying any hazardous materials cars that may be disabled in 

the tunnel. If  the presence of hazard is suspected, evacuate the tunnel 

immediately, taking all documentation pertaining to the movement.

• Notify RTC DI when crew members are clear of the tunnel.

• If smoke or fire is present in the tunnel, the ventilation system is capable of 

controlling the direction of smoke travel. Notify the RTC, and advise the direction 

to blow the fans. Employees and/or passengers must be instructed to evacuate in 

the opposite direction.

Restricted Clearances not marked by Signs – Port Huron–Sarnia , towers, anchors

and tunnel both overhead on the sides of the track.

Port Huron – Eastward Train Inspections – Unless otherwise instructed, eastward

trains will be inspected prior to entering Port Huron-Sarnia Tunnel. If it cannot be per-

formed at either Tappan or Port Huron, the incoming CN crew will perform the inspec-

tion. Results of the inspection will be conveyed to the outgoing crew by radio communi-

cation, Cabooseless Train Inspection Report, or other suitable form which will be filled

out by the incoming Michigan Division crew. If none of this can be performed, outgoing

train crew will perform the inspection.

Special Dangerous Commodities – Do not exceed 35 MPH between MP 60.4 and

MP 55.6 unless inspected by Defective Equipment Detectors at MP 326 on the Flint

Sub or MP 48.6 on the Mt. Clemens Sub. If not inspected by either of these detectors a

visual inspection must be performed between these detectors and Port Huron. The

visual inspection must be at no more than 5 MPH, past car inspectors, crew members

of another train, roll-by performed by the crew handling the cars, or a walking inspec-

tion back to the second car behind the last Special Dangerous Commodity Car.

CANADIAN RAIL OPERATING RULES Items 

US Crews operating into Canada are governed by USOR, except where modified

by CROR Rules that follow:

Reduced Speed – A speed that will permit stopping within one-half the range of vision

of equipment.

RULE 128 – CONDUCTING EMERGENCY RADIO TEST

(a) In order to ensure emergency communication channels are in operation, 

and to ensure employees are familiar with the emergency procedures, 

the RTC will contact a train or engine crew member or an engineering field 

employee and direct them to initiate an emergency test call on their respective 

RTC standby channel.

(b) These tests will be made randomly once per RTC shift. Employees receiving 

a request for an emergency test will initiate it on the applicable RTC standby 

channel, using the following example for wording:

“Emergency Test, Emergency Test, Emergency Test, CN 1234 East at mile 60 

Strathroy Sub, testing the emergency call.”

(c) Upon completion of the test, the RTC will inform the employee if the test was 

successful. Employees will then return to their designated standby channel.

Note: Some tests will be conducted on CN channel 7 while in the Sarnia tunnel.

RULE 27 – SIGNALS IMPERFECTLY DISPLAYED

(a) Except as provided in paragraph (b), a fixed signal or cab signal which is 

imperfectly displayed, or the absence of a fixed signal where one is usually dis

played, must be regarded as the most restrictive indication that such signal is 

capable of displaying. An imperfectly displayed signal must be communicated to 

the proper authority as quickly as possible.
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(b) When a block or interlocking signal is observed with one or more lights 

extinguished, and at least one or more light remains displaying either green or 

yellow, trains may proceed reducing to slow speed through turnouts, when 

practicable, preparing to stop at the next signal.

Exception: This does not apply to a single yellow displayed at the bottom signal of a 

signal or when a signal is known or suspected as being damaged.

RULE 105 – SPEED ON OTHER THAN MAIN TRACK

Unless otherwise provided by signal indication, a train or engine using other than a

main track must operate at reduced speed and be prepared to stop short of red flag or

red light.

In addition:

(a) A train or engine using a non-signaled siding or using other tracks so designated

in special instruction must be prepared to stop within ? the range of vision of a 

track unit.

(c) Unless otherwise provided by signal indication or special instructions, 

movements on other than main tracks must not exceed 15 MPH.

RULE 564 – STOPPED BY STOP INDICATION

(a) A train or engine must have authority to pass a block signal indicating Stop, and 

when so authorized, stop must be made at each such signal. Communications 

with the RTC to obtain authority to pass a signal indicating Stop must include the

occupation and name of the crew member, the train or engine designation, 

location and signal number.

(b) The train or engine so authorized must move at restricted speed to the next 

signal or Block End sign, and must be governed by Rule 104.2 at dual control 

switches.

Reduced speed authority – When a known condition prevents clearing of controlled

signals into an affected block, the RTC may authorize movement at REDUCED

SPEED to the next signal or Block End sign. Trains will be advised whether or not

equipment is present in the block. Reduced speed remains applicable unless the

block is known to be clear of equipment. Reduce speed commences when the lead-

ing unit in the engine consist has passed entirely through the controlled location. The

movement must approach next signal prepared to stop and there be governed by the

indication displayed.

(c) The authority granted and instructions received must be in writing and, where 

applicable, specify the route to be used. No movement may be made until the 

locomotive engineer has been made aware of the route to be used.

RULE 566 – EXCLUSIVE WORK AUTHORITY

(a) A train or engine may be given exclusive work authority which permits movement

in either direction within specified limits. When such authority is requested, the 

communication to the RTC must include the occupation and name of the crew 

member, the train or engine designation, the location, the required limits and the 

track or tracks to be used.

(d) If work authority is cancelled while the train or engine is within the affected limits,

the conductor or locomotive engineer must inform the RTC of the intended 

direction of movement. The RTC must maintain signal blocking against opposing

trains or engines until the protected train or engine has cleared the controlled 

block.

(f) The authority granted and instructions received must be in writing. The 

locomotive engineer must be aware of the track limits before any movement is 

made.
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RULE 566.1 – SIGNAL INDICATIONS SUSPENDED WHILE SWITCHING

(a) A train or engine crew may be authorized to manually operate specific dual 

control switches at controlled location, as prescribed by Rule 104.2. Such 

authority must be included with work authority, as prescribed by Rule 566 or 567.

The indications of signals governing movement over such switches may be 

considered suspended while switches are in the “hand” position, but only while 

switching is being performed at the designated controlled location.

Note: The movement must be authorized by signal indication or Rule 564 into the 

controlled location, before being issued the Rule 566 which includes the Rule 

566.1 authority.

RULE 567 – JOINT AUTHORITY TRAINS OR ENGINES

(a) More than one train and/or engine may be given joint work authority which 

permits movement in either direction within the specified limits. Each crew 

requesting such authority will communicate with the RTC. Such communication 

must include the occupation and name of the crew member, the train or engine 

designation, the location, the required limits and the track or track to be used.

Each such train or engine must be instructed: Protecting against each other. The

conductor and locomotive engineer of each train or engine must have a thorough

understanding in writing with respect to the movements of each train or engine 

and the protection to be provided.

(d) When the authority specifies: Call RTC _________, the conductor or locomotive 

engineer of each train or engine so instructed must communicate with the RTC 

as instructed.

(e) The authority granted and instructions received from the RTC must be in writing.

The locomotive engineer, of a train or engine so authorized, must be made 

aware of the track limits before any movement is made by that train or engine.

RULE 567.1 – JOINT AUTHORITY TRAIN OR ENGINE AND TOP

(a) A train or engine may be authorized to occupy the limits of a TOP. Each time a 

train or engine is so authorized, the authority must be in writing and in the 

following form:

Joint authority granted with foreman _________ (name) between _________ 

(location) and _________. (location) _________ (train or engine) must not 

proceed until instructions have been received from foreman _________. (name)

(b) No movement may be made until the conductor and locomotive engineer are 

aware of the authority grated and have received specific instructions from the 

foreman named in the joint authority. Such instructions must be repeated to, and

acknowledged by, the foreman before being acted upon.

RULE 569 – CANCELLING AUTHORITIES

(a) Authority or permission granted by Rules 564, 564.1 or 568 may be cancelled 

provided the train or engine has not entered the controlled block affected.

(b) When authority granted by Rules 564, 564.1, 566, 567, 567.1 or the permission 

in writing granted by Rule 568 is cancelled, the cancellation does not take effect 

until it has been correctly repeated and acknowledged by the conductor and 

locomotive engineer of the train or engine affected. The conductor and 

locomotive engineer must acknowledge the cancellation by repeating the 

cancelled time and the initials of the RTC to the RTC. Other members of the 

crew must immediately be advised of the cancellation and all copies of the 

cancelled authority must be destroyed.
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RULE 572 – STOP SIGNAL PASSED WITHOUT AUTHORITY

Whenever any part of a train or engine passes a block signal indicating Stop without

authority;

(i) the portion of the train or engine which has passed the signal must be protected 

immediately by the use of flags, lights fusees, radio, telephone, or other means, 

make every possible effort to stop any train or engine that may be affected;

(ii) an emergency radio call, giving warning of the situation, must be made at once;

and

(iii) the RTC must be notified as quickly as possible, who will issue the necessary 

instructions.

RULE 573 – REVERSE MOVEMENTS

A train or engine, having passed beyond the limits of a block, must not back into that

block until the RTC has been informed of the intended movement, and such movement

has been authorized. When a train or engine has entered a controlled location on sig-

nal indication, and stops with its trailing end within such controlled location, it may only

move in the opposite direction as prescribed by Rule 566 or 567.

GENERAL DESCRIPTION AND LOCATION OF FIXED SIGNALS

RULE 403 – APPEARANCE OF COLOR LIGHT SIGNALS

(a) The indications of such signal may be qualified or modified by an attached plate.

(b) Lights may be attached to either side of the signal mast and number plates may 

be provided for the purpose of identifying the location.

All signals will be identified by a number plate, the presence of this number plate does

not change the indication of the signal. The following additional signal indications may

apply.

T.T.#4

RULE 412 LIMITED TO LIMITED

INDICATION: Proceed Limited speed
passing signal and through turnouts
approaching next signal at Limited
speed.

RULE 413 LIMITED TO MEDIUM

INDICATION: Proceed Limited speed
passing signal and through turnouts
approaching next signal at Medium
speed.

RULE 414 LIMITED TO SLOW

INDICATION: Proceed Limited speed
passing signal and through turnouts
approaching next signal at Slow speed.
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RULE 417 MEDIUM TO LIMITED

INDICATION: Proceed Medium speed
passing signal and through turnouts
approaching next signal at Limited
speed.

RULE 418 MEDIUM TO MEDIUM

INDICATION: Proceed Medium speed
passing signal and through turnouts
approaching next signal at Medium
speed.

T.T.#4

RULE 419 MEDIUM TO SLOW

INDICATION: Proceed Medium speed
passing signal and through turnouts
approaching next signal at Slow speed.

RULE 422 SLOW TO LIMITED

INDICATION: Proceed Slow speed
passing signal and through turnouts
approaching next signal at Limited
speed.

RULE 423 SLOW TO MEDIUM

INDICATION: Proceed Slow speed
passing signal and through turnouts
approaching next signal at Medium 
speed.

RULE 424 SLOW TO SLOW

INDICATION: Proceed Slow speed
passing signal and through turnouts
approaching next signal at Slow
speed.

RULE 429 STOP SIGNAL

INDICATION: Stop.
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RULES FOR THE PROTECTION OF TRACK UNITS AND TRACK WORK

(Not applicable to Track Units Operating as Trains or Engines)

Note: Wherever the term RTC appears herein, it also applies to signalman.

DEFINITIONS

In these rules the following definitions apply:

HEAVY TRACK UNIT - A track unit that cannot be readily removed from the track by

the employee or employees accompanying the track unit.

TRACK UNIT SPEED - A speed that;

(a) permits a track unit to stop within one-half the range of vision of equipment or a 

track unit;

(b) permits a track unit to stop short of a switch not properly lined or any obstruction 

or track defect that may prevent safe passage;

(c) does not exceed the authorized freight train speed, and where applicable the 

authorized passenger train speed, whichever is less; and

(d) does not exceed the maximum speed authorized for that track unit.

TRACK WORK - Any work that may, during the course of the work, render the track

unsafe for train or engine movements at normal speed and any work on or near the

track that necessitates protection of employees or machines.

A foreman must advise and/or obtain permission from the RTC before commencing

any track work which will interfere with the signal system. In addition, a foreman must

keep informed as to the location of trains, and must not open a main track switch or

perform any work which could cause a block or interlocking signal to display a more

restrictive indication to a train or engine than was intended by the RTC or signalman.

PROTECTION FOR A HEAVY TRACK UNIT

RULE 803 AND 804

Before a heavy track unit is permitted to occupy a main track, signalled siding or other

signalled track the foreman must be authorized;

(a) as prescribed by CROR Rule 42;

(b) under the authority of CROR Rule 49 (TOP)

PROTECTION OF TRACKWORK

RULE 807 AND RULE 808

Before any track work is started on a main track, signalled siding or other signalled

track the foreman must be authorized;

(a) as prescribed by CROR Rule 42;

(b) under the authority of CROR Rule 49 (TOP)

RULE 49 TRACK OCCUPANCY PERMITS (TOP)

(a) When authorized by a TOP, track units may be operated and track work may be 

carried out on the main track without flag protection.

(b) The limits of a TOP must be defined as between two identifiable locations, such 

as;

(i) whole miles;

(ii) specific siding switches;

(iii) other main track switches specifying location or stating mileage;

(iv) specific signals identified by number;

(v) station names

RULE 49.3 SAME OR OVERLAPPING TOP LIMITS

The RTC (or signalman within an interlocking) must not authorize a train or engine to

enter TOP limits when such limits are the same as or overlapping other TOP limits.

T.T.#4
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TRACK OCCUPANCY PERMITS (TOP)

RULE 810 A TOP must be issued in the prescribed form.

RULE 811

When a switch location is used to identify the limits of a TOP, the authority extends to

the fouling point with the other track.

RULE 812

When TOP authority is requested, the communication with the RTC must include the

name and location of the foreman, the required limits and the track or tracks to be

used.

RULE 813

A TOP once in effect continues so until cancelled.

RULE 814

Before acting under the authority of a TOP, a foreman in charge of one track unit must:

(a) read the TOP aloud to the employees accompanying the track unit to make them

aware of its contents; and

(b) require those employees who have been successfully examined in these rules 

and hold a valid certificate of rules qualification to read and initial the TOP.

RULE 815

Before acting under the authority of a TOP, a foreman in charge of the protection of

track work or in charge of more than one track unit must;

(a) read the TOP aloud to a least one other employee who has been successfully 

examined in these rules and holds a valid certificate of rules qualification in 

order to make them aware of its contents; and

(b) when conditions permit, require those employees to whom the TOP is read 

aloud, as required by clause (a) to read and initial the TOP.

RULE 816

When a foreman fails to comply with a TOP, an employee who has been made aware of

the contents of the TOP must immediately remind the foreman of the contents.

RULE 817

Except as subject to the conditions of CROR Rule 49.3, more than one TOP may be

issued to protect track units and track work within the same or overlapping limits.

CONFLICTING TOPS

The following special instructions will apply to TOP.

Where limits of TOPs overlap or partially overlap, only the original Foreman and two

conflicting Foremen will be allowed within the limits of an authority. Visiting foremen

are not permitted. Each foreman must have his own TOP.

At the time a Foreman requests authority to occupy the track(s), the RTC must provide

information regarding the presence of any other Foreman with a TOP within the 

proposed limits of the authority to be issued and the names of other Foreman holding

permits within or overlapping within the requested limits.

NOTE: If there are no other Foremen authorized within the limits the RTC will indicate

that there are no conflictions.

The foreman must copy onto the TOP the information provided by the RTC and repeat

it for accuracy.

Prior to entering any conflicting limits the Foreman must:

• Contact all other foremen holding permits within the overlapping limits.

• Obtain a definite understanding in writing as to each other’s movements and the 

protection to be provided.
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Each foreman must maintain a written record of the understanding. All new and 

follow-up understandings must be in writing.

Examples of written understandings are as follows:

“I am in the clear at Able, okay through my limits with no restrictions, call me 

when you clear the limits.”

“I am working east of mile 16, do no pass mile 16 without contacting me.”

The understanding must be repeated to the sender to ensure correctness.

If communication fails after an understanding has been made, no movement 

other than the last arranged may be made.

Regardless of understandings between Foremen the provisions of TRACK UNIT 

SPEED must be complied with at all times.

Immediately upon leaving the limits of an authority, or cancelling an authority, the

foreman shall advise all other Foremen holding permits with overlapping limits of 

such departure and/or cancellation.

The requirements of an understanding to be IN WRITING will not apply to a

single foreman with several machines or track units operating under his DIRECT 

supervision. In such cases a comprehensive JOB BRIEFING is required with all 

Track Unit/Machine Operators under the Foreman’s jurisdiction prior to work 

commencing.

RULE 818

Only the foreman may instruct a train or engine to enter or move within the limits of a

TOP in accordance with CROR Rule 567.1.

RULE 823

When one or more trains or engines remain within the limits to be covered by a TOP,

the RTC may issue a TOP to a foreman, provided such trains or engines are authorized

to proceed in the same direction and have left the location where the foreman will enter

the limits of the TOP. The RTC must;

(a) not issue the TOP to the foreman except at the location where the foreman will 

enter the limits of the proposed TOP;

(b) not issue the TOP if any of the trains or engines are authorized to make a 

reverse movement within the limits of the proposed TOP;

(c) not authorize any of the trains or engines to make a reverse movement within the

limits of the proposed TOP;

(d) before issuing the TOP, verify that each train or engine has left the location 

where the foreman will enter the limits of the proposed TOP; and

(e) on the TOP, designate the last train or engine authorized to proceed, and 

indicate the time and location where the designated train or engine has left.

RULE 824

When a TOP has been issued to a foreman and one or more trains or engines remain

within the limits of the TOP, the foreman must;

(a) not enter the limits of the TOP except at or behind the location which the 

designated train or engine has left;

(b) not permit other employees, for whom the foreman is responsible, to enter the 

limits of the TOP except at or behind the location which the designated train or 

engine has left;

(c) not pass, nor permit any employee for whom the foreman is responsible, to pass 

the designated train or engine within the limits of the TOP;
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RULE 825

Before a TOP is cancelled the foreman must;

(a) ensure that any track unit(s) for which the foreman is responsible are clear of the

track; and

(b) ensure that the track within the limits of the TOP is safe for train or engine 

movements at normal speed, or is protected as prescribed by CROR Rule 43; or

(c) ensure all track units or track work for which the foreman is responsible are 

protected as prescribed by CROR Rule 42; or

(d) be issued a new TOP to include the track affected by the track work or fouled or 

occupied by the track unit(s).

RULE 826

When a TOP is no longer required;

(a) the foreman must promptly advise the RTC, stating the foreman’s name and the 

TOP number;

In addition the foreman must state the limits of the TOP to be cancelled. The RTC

must repeat the limits of the TOP to be cancelled to the foreman.

(b) the RTC must cancel the TOP by stating to the foreman the TOP number, the 

cancellation time and the initials of the RTC;

(c) the foreman must acknowledge the cancellation by repeating the TOP number, 

the cancellation time and the initials of the RTC to the RTC; and

(d) the cancellation does not take effect until it has been correctly repeated and 

acknowledged by the foreman.

RULE 827

After a TOP has been cancelled, the foreman must draw an “X” across the TOP to

avoid further use and advise employees who have been made aware of the contents of

the TOP of such cancellation.

RULE 828

When an accident or an incident occurs, which relates to a TOP, the foreman must

retain the copy of the TOP until the accident or incident has been investigated.

HEAVY TRUCK UNIT MOVEMENTS OVER DUAL CONTROL SWITCHES.

RULE 845

When a heavy track unit is required to move over a dual control switch;

(a) the switch must be lined by the RTC, except where the RTC gives permission to 

the foreman to operate such switch in the “hand” position; and

SPECIAL INSTRUCTION:

When a foreman requests that the RTC line a dual control switch to move a track unit

over it, foreman must receive verbal confirmation from the RTC that is is lined and

locked for the requested route.

(b) when a dual control switch is operated by the foreman in the “hand” position, and

after the track unit has cleared the switch points, the foreman must ensure that 

the selector lever has been restored to the “power” position and locked and 

immediately advise the RTC.

(c) A track unit must not exceed 5 MPH while passing over a dual control or power 

operated switch.
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