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WESTWARD TRAINS

FIRST CLASS

79
Passenger

Daily

From
Longwood

Sub.

S2237

2243

2253
2258

S231O

2323

2334
2342

235O
S2359

79

77
Passenger

Daily

From
Longwood

Sub.

2O11

2O17

2O27
2032

S2O45

2O58

21O9
2117

2125
S2135

77

75
Passenger

Daily Ex.
Saturday

From
Longwood

Sub.

1811

1817

1827
1832

SI 845

1858

1909
1917

1925
S1935

75

73
Passenger

Daily

From
Longwood

Sub.

1516

1522

1532
1537

S155O

16O3

1614
1622

163O
S164O

73

CHATHAM SUBDH
1 RULE MODIFICATIONS
1.1 CLEARANCES:

GLENCOE-Trains from Longwood Sub. may leave without
obtaining clearance when already in possession of clearance
OK'd by Train Dispatcher DS London and train order signal
indicates proceed.
TECUMSEH-Eastward trains must obtain clearance.
GEORGE AVE.-Eastward first class trains may leave without
clearance.

1 .2 TRAIN REGISTER MODIFICATIONS
ST. THOMAS— "Trains to and from Talbot subdivision not
required to register.
GLENCOE— "Trains may register by register ticket.
CHATHAM-*Standard clock and bulletins only.
TECUMSEH-* Standard clock and train register only. First
class and passenger extra trains need not register. All other
trains may register by register ticket.
GEORGE AVE.-*Bulletins only.
WINDSOR— * Register station for first class and passenger
extra trains only.
WINDSOR YARD-*Standard clock and bulletins only.

1 .3 SPECIAL INSTRUCTIONS APPLY-
SYSTEM 1.3-in the city of St. Thomas, mileage 0.0 to
mileage 0.5 (B.T.C. 84113-85452-88148).
SYSTEM 1.3-in the city of Chatham, mileage 60.4 to mileage
63.9 except mileage 60.4 (Sass Rd.) and mileage 63.9 (Bloom-
field Rd.) (B.T.C. 61081).
SYSTEM 1.3-in the city of Windsor, mileage 101.7 to mileage
105.9.
SYSTEM 1.8-between Tecumseh and George Ave.
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CHATHAM
SUBDIVISION

STATIONS

1.i-
CN

ST. THOMAS C'KPYZ
Jot. with Talbot Sub.

2.0
. . . SOUTHWOLD . Z

2.5
PAYNES . Z

10.0
THAMES RIVER

13.2
GLENCOE P*BXZ

f Jet. with Longwood Sub.

.. NEWBURY .. X
5.2

. BOTHWELL . X
7.4

THAMESVILLE X
6.1

NORTH WOOD X
9.0

CHATHAM .. ...*KPXYZ
8.3

PRAIRIE SIDING X
5.5

JEANNETTE'S CREEK X
6.6

STONEY POINT X
8.0

BELLE RIVER .. ..X
9.3

TECUMSEH.. P*KZ
2.0

STORAGE Z
3.1

GEORGE AVE *BZ
1.2

* WINDSOR * KP
1.6

WINDSOR YARD C * KW

Main track ends at George A ve.
Rule 105 applies between George Ave. and Windsor Yard.

/ISION FOOTNOTES
1.4 OTHER MODIFICATIONS

RULE 5-GLENCOE-Time of first class trains applies at Jet.
switch with Longwood Sub.
RULE 5-*WINDSOR-Times shown at Windsor are for
information only and convey no operating authority.
RULE 14 (m) paragraph one— not applicable.
RULE 72A— George Ave.-Tecumseh.
No. 76 must wait at George Ave. for arrival of No. 71.
No. 78 must wait at George Ave. for arrival of No. 73.

2 GENERAL FOOTNOTES
2.1 Longwood Sub. ends on both tracks at junction switch

mileage 27.8 Chatham Sub.

2.2 GLENCOE— Operator in charge of and will authorize through
movements at crossover and junction switches. Switches are
numbered from the west. Normal position for No. 1, No. 2
and No. 3 switches is when lined for movements between the
Chatham and Longwood Subs. Normal position for No. 4
switch is when lined for movements between Chatham Sub.
and eastward siding Track (CA-40).

2.3 CHATHAM-Permission must be received from the C. & O.
Train Dispatcher before occupying C. & O. main tracks.
Air brakes must be in service on all cars when making
movements to and from C. & O. interchange.

2.4 TECUMSEH-Operator in charge of switches at end of two
tracks.

Continued



CHATHAM
SUBDIVISION

STATIONS

., ST THOMAS
Jet. with Talbot Sub.

2.0

2.5
PAYNES

10.0
THAMES RIVER

13.2
GLENCOE

C Jet. with Longwood Sub.
6.f

NEWBURY
5.2

BOTH WELL
7.4

THAMESVILLE
6.1

NORTHWOOD
-g 9-0S . .. .. CHATHAM
£ 8.3
** . PRAIRIE SIDING

5.5
JEANNETTE'S CREEK

6.6
STONEY POINT

8.0
BELLE RIVER

9.3
.. TECUMSEH

2.0
... STORAGE

3.1
GEORGE AVE

1.2
* WINDSOR

1.6
WINDSOR YARD .
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Main track ends at George A ve.
Rule 105 applies between George Ave. and Windsor Yard.

EASTWARD TRAINS

FIRST CLASS

70
Passenger

To
Longwood

Sub.

S0721

O714

O7O4
O659

SO65O
0639
O634

O623
0615

O6O5
O60O

Daily Ex
Sunday

70

72
Passenger

To
Longwood

Sub.

0950

0944

0934
O929

SO920
09O9
O904

O853
O845

O835
O83O

Daily

72

74
Passenger

To
Longwood

Sub.

1150

1144

1134
1129

S112O
1109
11O4

1O53
1O45

1035
1030

Daily

74

76
Passenger

To
Longwood

Sub.

1525

1519

15O9
15O4

S1455
1444
1439

1428
142O

1410
14O5

Daily

76

78
Passenger

To
Longwood

Sub.

S1921

1914

19O4
1859

SI 850
1839
1834

1823
1815

18O5
180O

Daily

78

FOURTH CLASS

90
Freight

03OO

O215
O210
O155
O135

O122

O107
01OO
OO45
OO34
OO28

OO13
OOO1

Daily

90

28
Freight

18OO

1715
171O
1655
1635

1622

16O7
16OO
1545
1534
1528

1513
15OO

Daily

28

Continued
2.5 TECUMSEH-GEORGE AVE.-Permission to enter the main

track by yard engines must be received from the Train
Dispatcher or Yardmaster. Permission must not be given by
the Yardmaster without authority of Train Dispatcher.

2.6 STORAGE-Westward freight trains destined Windsor must
not pass Storage until permission has been received from
Yardmaster Windsor to yard train.

3 INTERLOCKINGS
3.1 Railway crossing at grade

Chesapeake and Ohio Railway . . mileage 60.8 . . automatic.
Permissible Speed Miles Per Hour
Westward passengers trains 70
Westward freight trains 50
Eastward trains passing approach signal 25
A "Reclearing" section, 300 feet long, hi rear of each inter-
locking signal is identified by sign, and must not be occupied
until movement is ready to proceed over railway crossing at
grade. Movements against the current of traffic MUST occupy
Reclearing section until signal clears. Movements with the
current of traffic having entered the approach circuit, if
delayed in excess of 12 minutes, signal will automatically
change to "STOP" and movement must then proceed at
restricted speed until leading car or engine has entered the
Reclearing section. If signal fails to clear, Rule 672 applies.
(B.T.C. 118119).

CHATHAM SUBDIVISION FOOTNOTES
3.2 Railway crossing at grade

CP Rail mileage 65.8 automatic.
Permissible Speed-50 miles per hour. (B.T.C. 65698) (B.T.C.
102524).

4
4.1

4.2

4.3

4.4

EQUIPMENT RESTRICTIONS
Cars exceeding 263,000 Ibs. gross must be covered by handling
instructions.
N&W units 8003-8037 are prohibited from operating on wye
tracks at St. Thomas.
Mileage 45.7-Track CB24 6 axle units are prohibited.
Windsor - Windsor Yard-Hi-cube cars, loaded tri-level auto
cars, loaded piggyback flats and dimensional shipments must
not be handled on either of the outside tracks under Peabody
Bridge, mileage 105.9, or Track B-56, account restricted
clearance, except Hi-cube cars may be handled on the South
Blue Line track.

SPEEDS

5.1 Westward Movements
Mileage
0.0 to 1.4 zone
1.4 to 27.8 zone
15.5]
17.1 f Bridges-trains handling
19.0J loaded ore cars, 200-250

ton auxiliary cranes . .

MILES PER HOUR
Passenger Freight
*Railiner & Mixed

10 10
65 60

20
Continued
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Continued
CHATHAM SUBDIVISION FOOTNOTES

5.2

5.3

MILES PER HOUR

Mileage
27.2 to 27.8 . . .
27.8 to 104.4 zone
59.0 to 60.7 . . .
60.8 to
61.5

61.6

Passenger
*Railiner

. 20
80
70
25

65.8
97.2

Through crossover
crossing occupied

until
5
50

Freight
& Mixed

20
60
50
25

5
50

Bridge-200-250 ton aux-
iliary cranes ........ 20

98.8 to 99.3 eastward track ....... 20 20
101.2 to 103.6 .................. 35 35
103.6 to 104.4 .................. 25 20
104.4 to 107.2 zone ............... 15 15
105.9 Under Peabody Bridge on

South Blue Line track . . 5 5
* Restriction for two railiners (RDC) or similar cars coupled

and running alone, as per item 6.1 (E) form 696 applicable
only when approaching public crossings at grade mileage 8 1 .0
and mileage 101.7.

MILES PER HOUR

Eastward Movements Passenger Freight
Mileage *Railiner & Mixed
107.2 to 104.4 zones ............. 15 15
105.9 Under Peabody bridge on

South Blue Line track . . 5 5
104.4 to 27.8 zone ................ 80 60
104.4 to 103.6 .................. 25 20
103.6 to 101.2 .................. 35 35
99.3 L'Esperance Rd. until

crossing occupied . . . . 5 5
99.1 Tecumseh Rd. until cross-

ing occupied ....... 20 20
97.2 Bridge-200-250 ton aux-

iliary cranes ........ 20 20
65.8 .................. 50 50
61.6 to 60.8 .................. 25 25
46.4 (Highway No. 2) until

crossing occupied —
westward track ..... 25 25

27.8 to 1.4 zone ............... 65 60
27.8 to 27.2 .................. 20 20
19.0]
17.1 } Bridges-trains handling
1 5.5 j loaded ore cars, 200-250

ton auxiliary cranes . . 20
1.4 to 0.0 zone ............... 10 10

* Restriction for two railiners (RDC) or similar cars coupled
and running alone, as per item 6.1 (E) form 696 applicable
only when approaching public crossings at grade, mileage 8 1 .0
and mileage 101.7.

CONDITIONAL SPEEDS
Mileage
46.8 (Victoria St.) westward trains having

stopped east of crossing or at station
until crossing occupied .........

61.5 (William and Queen Sts.) eastward
movements stopped within 900 feet
west of Queen St. until crossings
occupied ..................

104.5 (George Ave.) switching operations
over public crossing at grade (B.T.C.
49106) ....................

Miles Per Hour

10

10

Mileage 27.7
Mileage 27.8
Mileage 34.2
Mileage 39.4
Mileage 46.7

CROSSOVERS
Mileage 52.5
Mileage 60.5
Mileage 61.5
Mileage 62.4

Mileage 69.7
Mileage 75.4
Mileage 81.8
Mileage 90.1
Mileage 99.3

7 PUBLIC CROSSINGS AT GRADE
7.1 Mileage 1.8 (Edgeware Rd.). Item 1.21 Form 696 applies.
7.2 Southwold-Public Crossings at grade mileage 2.6 and mileage

2.8-Whistle posts governing westward movements are placed
south of main track.

7.3 Mileage 2.6 (Highway No. 4). Item 1.21 Form 696 applies.
Movements stopping within 300 feet on either side of crossing
must not exceed five miles per hour until crossing occupied.
Eastward trains working at west end of Southwold must cut
train on timing circuit and head end of leading portion must
leave from timing circuit, which extends from 400 to 700 feet
west of crossing; however if this procedure is impractical,
when again proceeding eastward the movement must be
brought to a stop not less than 30 nor more than 50 feet from
crossing.

7.4 Mileage 27.6 (Main St.) Item 1.21 Form 696 applies.
Eastward Movements—Timing circuits between No. 2 switch
and train order signal. Movements lifting or setting off must
cut train at a point which will have engine west of train order
signal after switching completed.
Westward Movements—Movements stopping within 600 feet
east of crossing must operate pushbutton (STK) in southeast
angle of crossing.

7.5 Mileage 38.9 (Peter St.). Item 1.21 Form 696 applies.
Westward Track-Westward trains stopping to work will cut
train within 300 feet east of crossing and any movements
stopped on this timing circuit must press "Lower" pushbutton
northeast of crossing.

7.6 Mileage 46.4 (Highway No. 2). Item 1.21 Form 696 applies.
Eastward Track—Eastward trains with work to perform will
stop short of yellow pushbutton post southwest of crossing.
Movements in either direction stopping within 400 feet on
either side of crossing must press "Start" pushbutton at east
end of station, southwest or southeast of crossing, before
continuing toward crossing.
Westward Track-Westward trains with work to perform will
cut train on timing circuit and head end of leading portion
must leave from timing circuit which extends from 500 to 1600
feet east of crossing. Switching movements over crossing will
use pushbuttons northeast and/or northwest of crossing.

7.7 Mileage 46.8 (Victoria St.). Item 1.21 Form 696 applies.
Eastward Track—Eastward trains with work to perform must
cut train on timing circuit and head end of leading portion
must leave from timing circuit, which extends from 650 to
1100 feet west of crossing.
Westward Track—Westward movements stopped to work
must cut train not less than 400 feet east of crossing and any
movement stopped on this timing circuit and/or reverse
movements over crossing must press "Start" pushbutton
northeast of crossing.

7.8 Mileage 60.4 (Sass Rd.). Item 1.21 Form 696 applies.
Westward Track—Westward trains stopping east of crossing
must stop with leading car or engine on timing circuit which
extends 300 feet easterly from timing circuit sign located 500
feet east of crossing.

7.9 Chatham-Movements over Degge St. and Park St., public
Continued



Continued CHATHAM SUBDIVISION FOOTNOTES

crossings at grade on Wilson's track, and over Park St. on
Chesapeake & Ohio Rly., must be protected by a member of
the crew.

7.10 Mileage 60.9 (Park and Degge Sts.). Item 1.21 Form 696
applies.
Westward Track—A timing circuit extends 200 feet west from
Degge St. Eastward movements stopping west of crossing or
westward movements making a reverse move must occupy this
circuit and operate pushbutton located west of crossing.
Pushbutton must also be operated for movements from siding
switch west of crossing.
Eastward Track—Eastward movements which have stopped to
wait for signal to clear must stop not less than 200 feet west of
Degge St.

7.11 Mileage 61.5 (William and Queen Sts.). Item 1.21 Form 696
applies.
Eastward Track-Eastward movements stopped within 600
feet west of Queen St., must operate "Lower" pushbutton at
station or at east end of station platform.
Three North Tracks—Westward movements—Pushbutton op-
eration.
Eastward through freight train movements, obtaining other
than a "Clear Signal" on Approach Signal 616 or eastward
freight movements, with work to perform, and not backing
train over, will stop train west of Lacroix St.

7.12 f Mileage 90.2 (First St.).
1 Mileage 90.3 (West River St.). Item 1.21 Form 696 applies.
Eastward Track—Timing circuit extends from 300 to 500 feet
west of West River St. Trains stopped to work must cut train
on timing circuit and when again proceeding head end of
leading portion must leave from timing circuit and must not
exceed 5 miles per hour until First St. crossing occupied.

7.13 Mileage 99.1 (Tecumseh Rd.). Item 1.21 Form 696 applies.
Timing circuit extends 300 to 600 feet east and 200 to 400 feet
west of Tecumseh Rd. on westward track. Trains stopped to
work must cut train on timing circuit and head end of leading
portion must leave from timing circuit.

7.14 Mileage 99.3 (L'Esperance Rd.). Item 1.21 Form 696 applies.
Timing circuit extends 425 to 625 feet east of crossing on
westward track.

7.15 Mileage 101.7 (Lauzon Rd.). Item 1.21 Form 696 applies.

7.16 Mileage 103.0 (Jefferson Ave.). Item 1.21 Form 696 applies.
Westward movements stopping east of crossing—Pushbutton
operation.

7.17 Mileage 104.0 (Pillette Rd.). Item 1.21 Form 696 applies.
Eastward movements stopped within 750 feet west of crossing
must press "Lower" pushbutton before proceeding over cros-
sing.

7.18 Mileage 104.5 (George Ave.). Item 1.21 Form 696 applies.
Pushbuttons are provided for switching operations. Raise
buttons will only be effective after the switch, immediately
west of the crossing on the track being used has been reversed.
Switching movements must not pass over this crossing be-
tween the hours of 1555 and 1620; 2355 and 0020 except in
emergency.

7.19 Mileage 105.9 (Devonshire Rd.). Item 1.21 Form 696 applies.

7.20 Movements over the following public crossings at grade must
be protected by a member of the crew:
Wyandotte St., mileage 105.2-

Track serving Ford Power House
Walker Rd., mileage 105.7-

Track serving Walker Distillery Bottling Plant.

8 SPURS AND OTHER TRACKS
8.1 SOUTHWOLD

Mileage 2.6-Extends 4.2 miles northward, switch points face
west.
MAXIMUM SPEED Miles Per Hour
Tangent track 15
Curves 7

8.2 CHATHAM INDUSTRIAL
Mileage 62.2—Extends northward off westward track, switch
points face west.

EQUIPMENT RESTRICTIONS
Tracks CS64, CS62, CS67.
Single diesel units only are permitted.
Units in series 2000, 2300, 2500, 3200, 4000, 5000, 5100, 5200,
5500, 5600, 9400, 9500 and 9600 are prohibited.
MAXIMUM SPEED-5 miles per hour.
PUBLIC CROSSINGS AT GRADE
Movements over Richmond St. public crossing at grade must
be protected by a member of the crew. (B.T.C. 39573).
Movements over Patterson Ave. must be protected by a
member of the crew.

8.3 CE-70
Mileage 99.1 to Mileage 99.3-Extends southward and parallel
to eastward track. Switch points at mileage 99.1 face east.
Switch points at mileage 99.3 face west.
All movements over Tecumseh Road public crossing at grade
must be protected by a member of the crew unless it is known
that the gates have been in horizontal position for at least
twenty seconds.

8.4 GREEN GIANT
Mileage 99.2-Extends northward off westward track, switch
points face west, capacity 23 cars.
MAXIMUM SPEED-5 miles per hour.
PUBLIC CROSSINGS AT GRADE
Mileage 0.2 (Lacass Blvd.)-Stop signs located each side of
crossing.
All movements must be protected by a member of the crew.

8.5 SERVICE TRACK
Mileage 99.4 to Mileage 104.4—Extends westward, south of
main track. Switch points face east.
Maximum speed between mileage 101.2 and mileage 103.6, 20
miles per hour.
PUBLIC CROSSINGS AT GRADE
Mileage 103.0 (Jefferson Ave.)-Item 1.21 Form 696 applies.
Mileage 104.4 (Pillette Rd.)-Item 1.21 Form 696 applies.
Maximum speed 20 miles per hour. Eastward movements
stopped within 800 feet west of crossing must press "lower"
pushbutton before proceeding over crossing.

8.6 CHRYSLER
Mileage 103.0-Extends 4.5 miles southward off service track,
switch points face west. Engine bell must be rung continuous-
ly while operating between mileage 0.3 and mileage 0.6.
MAXIMUM SPEED Miles Per Hour
Mileage 0.0 to 0.3 15

0.3 to 0.6 10
0.6 to 4.5 15

PUBLIC CROSSINGS AT GRADE
Mileage 0.8 (Tecumseh Rd.). Item 1.21 Form 696 applies.
Mileage 2.0 (Jefferson Ave.). Item 1.21 Form 696 applies.
Mileage 2.9 (Pillette Road). Item 1.21 Form 696 applies.
Mileage 4.3 (Grand Marais Rd.). Item 1.21 Form 696 applies.

8.7 WINDSOR DOCK
Mileage 106.2-Extends southward off yard track.
Diesel units must not pass point designated by sign and red
light.


