
COWAN SUBDIVISION
FOOTNOTES

1. UNIFORM CODE OF
OPERATING RULES

.1.1 SPECIAL
INSTRUCTIONS
System 2.0 — Between
North Jet. and Mileage
96.0.

> GENERAL FOOTNOTES

2.1 North Jet.—Trains from
Cowan Sub. must con-
tact operator Dauphin for
yarding instructions be-
fore entering Togo Sub.

2.2 Ethelbert—Loading spout
on new pool elevator will
not clear flanger cupola
windows.

2.3 Swan River—Train and en-
gine crews arriving Swan
River will retain MBS Bul-
letins for return move-
ment.
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COWAN
SUBDIVISION

STATIONS

JCT. WITH TOGO SUB
NORTH .in Y ... .

8
£

5.6
VALLEY RIVER

7.6
SIFTON

1.6
JCT. WITH WINNIPEGOSIS SUB

SIFTON JCT
6.7

UKRAINA
8.4

ETHELBERT
8.8

GARLAND
10.2

PINE RIVER
10.5

SCLATER
7.3

COWAN
10.8

RENWER
9.8

MINITONAS
9.5

THUNDERHILL JCT Z
JCT. WITH PREECEVILLE SUB.

1.7

SWAN RIVER CBPWYZ
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RULES 41 AND 44 APPLICABLE
RULE 105A NOT APPLICABLE

RULES 321 TO 323 APPLICABLE BETWEEN NORTH JCT. AND MILEAGE 96.0
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J EQUIPMENT RESTRICTIONS

Unless authorization received from Office of General
Supt. Transportation, the following will apply:

3.1 Units in series 2000-3240, 4900-6900, 9300-9317 and
9400-9667 prohibited.

3.2 Heaviest car permitted (including contents):
220,000 Ibs.

4 SPEEDS
4.1 Mileage

0.0 to 98.5 Zone

MILES PER HOUR
All Trains

30

> PUBLIC CROSSINGS AT GRADE

5.1 Mileage 13.4 (Prov. Road 267)
General Operating Instructions Item 1.21 applicable.

5.2 Mileage 29.6 (Main St.)

General Operating Instructions Item 1.21 applicable
from siding.

5.3 Mileage 48.5 (Prov. Road 271)
General Operating Instructions Item 1.21 applicable
on elevator track.

5.4 Mileage 87.1 (Highway 366)
General Operating Instructions Item 1.21 applicable
from elevator track.

4.2 Conditional Speeds
Mileage 95.9 (Bridge)
Trains handling snowplows dead-
head or in service must stop, ensure
wings are closed, then proceed with
close observation to ensure sufficient
clearance

6.1

SPURS AND OTHER TRACKS

NAME
Elevator Track CW 20 .
Business Track CW60.
Business Track CW 83.
Business Track CW 80.

Capacity Points
Mileage in Feet Face
29.9 800 North & South
59.4 1190 North & South
87.3 1440 North & South
87.4 530 North

SteelgasCW99 97.5 490 South


