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Rules 41 and 44 applicable.
Main track begins at mileage 1.6
Rule 105 applies between mileage 0.0 and mileage 1.6
Sections 10-11 and 12 Form 835 applicable.
MARMORA SUBDIVISION FOOTNOTES

1 RULE MODIFICATIONS NON-INTERLOCKED

1.1 TRAIN REGISTER MODIFICATIONS 41 Drawbridge S sl S e e mileage 27.0
ANSON-—*Register station for trains to and from Campbell- CP Rail, Railway crossing at grade. . . . ... .. on yard track,
ford Subdivision. Register in tool house. east side of Trent River, mileage 31.5

1.2 SPECIAL INSTRUCTIONS APPLY— 42 Drawbridge.’. i &0t 18R A% on yard track, mileage 31.5
SYSTEM 1.2—over entire subdivision. 43 DIaWDRIABE L a0 v o uidte. o pin bt I 08 mileage 43.6
SYSTEM LI, 44 CP Rail, Railway crossing at grade. (B.T.C. 122671)

2 GENERAL FOOTNOTES ' : > YSPEEDS L s

2.1  Unless authorized by the Chief Train Dispatcher on instruc-
tion from the Superintendent, movements must not be operat-
ed between mileage 36.0 and mileage 45.8 and between 5 EQUIPMENT RESTRICTIONS
mileage 48.0 and mileage 132.2. 5.1 Units in series 2000, 2300, 5000 to 5299 prohibited.

22 PICTON-Scale track Lake Ont. Cement Co. must not be Units in series 2500, 3200, 4000, 5500, 5600, 9400 to 9699
used for switching cars and engines prohibited to pass over prohibited between mileage 0.0 and mileage 1.1 and between
scales. mileage 61.9 and mileage 132.2.

Trains or cars left on spur track, mileage 1.4 must be clear of Multiple units in series 2500, 3200, 4000, 5500, 5600, 9400 to
crossing circuit sign located 1,100 feet from sw itch. Failure to 9699 prohibited on other than main track except Marmoraton
comply with this instruction will cause crossing protection at Mines tracks at Marmora and at Picton, Lake Ontario Cement
mileage 1.5 to operate continuously. tracks at Picton, and tracks TB75, TA18 and TAIl9 at

2.3 Mileage 31.9—Connection between Marmora and Kingston Trenton.

Subdivisions is via yard track. 5.2 Heaviest engine permitted north of Maynooth station . . single

24 ANSON-When southward trains are required to lift or set 1200 series diesel engines.
out cars at Anson, that portion of train being left on main | 53  Heaviest auxiliary crane permitted
track must be clear of end of circuit sign north of County Rd. mileage 00to 1.1..... 100 tons
crossing, mileage 46.1. (B.T.C. 93388). mileage 1.1 to 619..... 250 tons

2.5 MAYNOOTH-AIl movements north of station 10 miles per mileage 61.9 to 132.2. . . .. 100 tons
hour. 5.4 Heaviest car permitted mileage 0.0 to 1.1...220,000 lbs.

3 INTERLOCKINGS mileage 1.1to 61.9...263,000 Ibs.

mileage 61.9 to 132.2. . .220,000 lbs.

3.1  Railway crossing at grade.

CN Rail . . .. mileage 45.9 . . .. automatic. (B.T.C. 70620).
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Continued
5.5 Eridge—Mileage 102.3 cars 220,000 lbs. gross—15 miles per
our.
5.6  Bridge—Mileage 110.4 cars 177,000 lbs. gross—20 miles per
hour. 220,000 Ibs. gross—5 miles per hour.
6 SPEEDS
Miles Per Hour
6.1 Mileage All Trains
B0t 1A zome ... ...oio Sir P A E Y 15
1.4t0/600 zone .. . ... BORC ISR 40
*1.4 switch leading to Marmora-
ton Mining Co. spur track
and on spur track. . . . . . 15
*34 crossing, on Marmoraton
Mining Co. spur, north-
ward movements until
crossing occupied. . . . . . 10
160ito 16.5: curves .7, . IS Eag Sl 25
2438 public crossing at grade. . . 25
*30.3to 32.1 all public crossings at grade.
(Covered by B.T.C. or-
ders) N e . 10
*458 to 46.2 railway and public crossings
at grade. (B.T.C:
70620-93388) . . ... .. .. 10
60.066'121.0 zome il s { FH S RN 30
102.3 bridge, auxiliary cranes. . . 20
1104 bridge, auxiliary cranes. . . 15
116.1 public crossing at grade.
(BICI26825) = . . . . 10
121.0't0 1822 7ome LXK T e 20
128.0 CUIVE sl mlvast. S .08 15
*Not marked by speed restricting signs.
7 PUBLIC CROSSINGS AT GRADE
7.1 Mileage 30.2 (Dufferin St.—Highway 33) Movements on track

TAO03 must be protected by a member of the crew. (B.T.C.
48554).

7.2

7.3

74

13

7.6

T

MARMORA SUBDIVISION FOOTNOTES

Mileage 30.4 (Creswell Dr.) automatically protected.

All movements on main track must stop opposite stop signs
and proceed only after crossing protection devices have been
in operation at least 20 seconds.

All movements on other than main track must stop at stop
signs. Item 1.21 Form 696 applies.

Stop signs located 55 feet each side of crossing.

Push buttons located at each corner of crossing.

Mileage 30.6 (Dundas St.) aut #matically protected.

Northward movements will stop 100 feet south of street before
proceeding. (B.T.C. 57638).

Mileage 31.5—Movements over Front St. and Marmora St. on
track connecting Marmora Subdivision with Domtar Indus-
tries must be protected by a member of the crew. (B.T.C.
47929-48004).

Mileage 35.3 (Highway 33) Movements on track MCOl must
be protected by a member of the crew.

Mileage 120.7 (Highway 62)—Movements must be protected
by a member of the crew. (B.T.C. 0119402).

Maynooth—Movements over No. 127 Highway, 1.7 miles
north of station must be protected by a member of the crew.
(B.T.C. 123989).

SPRING SWITCHES

Trenton Yard, Mileage 31.9—Normal position when lined for
transfer track, to Kingston Subdivision. Low color light
signals protect facing point movement over spring switch.
Yellow aspect indicates switch is lined for either Marmora
Subdivision or transfer track.

Trainmen will observe indication on color light signal after
train clears spring switch, and if this signal does not display
normal indication, report must be made promptly to the Train
Dispatcher.




