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OKANAGAN SUBDIVISION FOOTNQZES

RULE MODIFICATIONS

1.1 CLEARANCES—

Kamloops—Unless otherwise provided, extra trains
created at Campbell Creek must obtain clearance at
Kamloops and may then leave Campbell Creek without
obtaining clearance. They must also obtain C.P. Rly.
clearance from CN operator at Kamloops.

Armstrong—Northward trains must obtain clearance at
C.P. Rly. train order office at Armstrong.

GENERAL FOOTNOTES

General Instruction (Form 696) A-220 applicable to
northward freight trains between Ducks Meadow and
Campbell Creek. Northward freight trains at Ducks
Meadow must comply with General Instruction T-311.
When pressure retaining valves are used, stop must be
made at Robbins for inspection and air brake test and
movement must not proceed until wheels sufficiently

2.2

223

2.4
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2.6

cooled to travel safely. When air brakes have been cut
out of any car and hand brakes applied, care must be
taken to not overheat the wheels.

Block Indicators are located at Campbell Creek and
Can. Pac. Jct.

All trains keep sharp lookout for fallen rocks between
Mileages 89.0 and 94.9.

Kamloops—While approaching and passing warehouse
just south of old station building in city yard, all move-
ments must look out for and be prepared to stop short
of vehicles standing foul of main track.

Falkland — Train dispatchers telephone is located
adjacent to siding north switch.

Mileage 31.3—Movement of cars detached from engine
on Crown Zellerbach Ltd. spur is prohibited.

(Continued on Page 65)
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OKANAGAN SUBDIVISION FOOTNOTES

2.7 Vernon—<C.P. Rly. siding at Vernon is located immedi-
ately west of the main track and extends from a point
just south of 41st Ave., C.P. Rly. time table mileage
45.6 to a point just north of 32nd Ave., C.P. Rly. time
table mileage 46.15.

2.8 Mileage 107.2 (Hiram Walker and Sons Ltd.)—Due
to 29, grade on this spur, cars must not be left
unattended south of sign located 2400 feet from main
track switch.

Track 5, capacity 1220 feet, extends into warehouse,
with a restricted clearance at warehouse door.

South switch to run-around track located on Hiram
Walker lead.

2.9 Rutland—Safety switch point lock installed on siding
south switch.

3 EQUIPMENT RESTRICTIONS

3.1 Unless authorized by Superintendent Operations, units
in series 4000-4017, 5000-5299, 9400-9600 prohibited.

3.2 Cars exceeding 263,000 Ibs. gross must be covered
by handling instructions.

3.3 Kelowna—Road engines must not enter S.M. Simpson
Ltd. chip and log spur. If necessary to switch this track
with a road engine, sufficient reachers must be used.

4 SPEEDS

Miles per Hour
All Trains
0I0' to “= 2.7 Zone 20
2.7 to 3.5 Zone 15
145 to 70.8 Zone 35
16:5it0 229 == On Curves ______ 25
22910t 235iraes - STF - RN 0 -4 15
2315 to =265 sl On Curves ______ 25
B3k topnb R Eam. e e e T ) 20
61:98ter 656 ______.._\__&= I____1 25
85.4 to 104.0 Zone 35
SEIBEOMGIIG= 0 o ool o § e S 15
91.6 to 104.0 ______ On Cunves-i- = = 25
104.0 to 118.9 Zone 40
107:8t0 1189~ = On Curves ______ 35
Sidings and Other tracks _______________ 10
CONDITIONAL SPEEDS

Approaching within 500 feet of crossing
and until crossing occupied _________ 10

4.3 Mileages

85.5 (30th Avenue),

85.6 (28th Avenue),

85.62 (27th A Avenue),

85.65 (27th Avenue)

Approaching within 500 feet of crossing

and until crossing occupied _________ 5

4.4 Mileage 118.0 (High Road)

Northward movements approaching

within 1350 feet of crossing and until

crossing occupied _________________ 30
4.5 Mileage 118.1 (Glenmore Street)

Approaching within 500 feet of crossing
and until crossing occupied _________ 25
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Mileage 118.9 (Ellis Street)

Southward movements approaching
within 350 feet of crossing and until
crossing occupied - _-__To aow 1 10

Northward movements  approaching
within 190 feet of crossing and until
crossingioccUpied” - Zor -7 - CTREE 5 5

PUBLIC CROSSINGS AT GRADE

Mileage 103.8 (Woodsdale Road)—automatically pro-
tected.

Movements over crossing on spur must first stop at
STOP sign and then be protected by a flagman.

Mileage 113.2 (Sexsmith Road) — automatically pro-
tected.

Northward trains standing on the main track at Rutland
meeting or waiting for an opposing train, must stop
clear of crossing circuit sign located on west side of
main track 350 feet south of siding north switch.

Mileage 118.0 (High Road)—automatically protected.
Equipped with push button.

Mileage 118.9 (Ellis Street)—automatically protected.
Equipped with push button for southward movements.

TUNNEL

Mileage Length

475 feet

SPURS AND OTHER TRACKS

Capacity Points

Mileage in feet Face

Rockgas Propane Ltd. and
Industrial Track ____________ 1145 2160 N S

Kelowna Growers and

Industrial Track ____________ 113.3 1260 N S
Lakeside Holdings Ltd. ________ 113.25 140 N
McLean & Fitzpatrick and

Industrial Track ____________ 113.0 2030 N S
Ellison Sawmills Ltd. __________ 109.5 630 N S
Hiram Walker & Sons Ltd. _____ 107.2 7200 S
Run-Around Track ____________ 106.9 990 N S
Fibreplast Products Ltd. _______ 105.5 270 N
Woodsdale __________________ 103.7 590 N S
BallasWiPitRer ssmws v 0. o 99.7 1760 N S
Vernon Fruit Union ___________ 99.1 680 N
Vernonr EruitiUnion - - _— -~ 86.3 360 N
Mount Rose Mining Co. Ltd. ____ 65.5 180 S
BuffSlfbrSCoft == r =nt e 33.4 360 N
Crown Zellerbach Ltd. _________ 313 1310 N
7.2 B.C. Livestock Producers Co-op Ass’n—Mileage 15.26

——Capacity 4000 feet. Switch points face north.

Due to 2% gradient, cars must not be left unattended
between the main track switch and west run-around
track switch.




